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HEPOL'

THE BRAND OF QUALITY

Aplica LED cu senzor HEPOL, aparent/PT, 16W, lumina neutra / SKU: 5948668027944.

HEPOL

Putere (W)

Tensiune alimentare
Frecventa (Hz)

Flux luminos (Lm)
Temperatura de culoare (K)
Temperatura de lucru
Culoare

Compatibilitate clasa consum energetic
Dispersor

Grad protectie

Tip montaj

Ra

Unghi detectie

Distanta detectie

Viteza de detectie

inaltime de instalare (m)
inaltime (mm)

Diametru (mm)

Greutate (g)

Material baza

16W

230V

50

1100

4000

0°C+ +40°C
Alb

Acest corp de iluminat este prevazut cu lampi cu led-uri integrate. Lampile din acest corp de
iluminat nu pot fi schimbate., G

Plastic
P40
Aparent/PT
>80

120°

max. 6 m
0.6 ~ 1.5m/s
22-4

55

285

680

Aluminiu + Plastic

s

HEPOL’

THE BRAND OF QUALITY
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https://www.lohuis.ro/produs/aplica-led-cu-senzor-hepol-aparentpt-12w-lumina-neutra-2/
https://www.lohuis.ro/produs/aplica-led-cu-senzor-hepol-aparentpt-12w-lumina-neutra-2/
https://www.lohuis.ro/puterew/a6-16w/
https://www.lohuis.ro/tensiunealimentare/00-230v/
https://www.lohuis.ro/frecventahz/c5-50/
https://www.lohuis.ro/fluxluminoslm/b5-1100/
https://www.lohuis.ro/temperaturadeculoarek/83-4000/
https://www.lohuis.ro/temperaturadelucru/5c-0c40c/
https://www.lohuis.ro/culoare/e4-alb/
https://www.lohuis.ro/compatibilitateclasaconsumene/24-acestcorpdeiluminatestepre/
https://www.lohuis.ro/compatibilitateclasaconsumene/24-acestcorpdeiluminatestepre/
https://www.lohuis.ro/compatibilitateclasaconsumene/g/
https://www.lohuis.ro/dispersor/2f-plastic/
https://www.lohuis.ro/gradprotectie/36-ip40/
https://www.lohuis.ro/tipmontaj/7a-aparentpt/
https://www.lohuis.ro/ra/e0-80/
https://www.lohuis.ro/unghidetectie/1c-120/
https://www.lohuis.ro/distantadetectie/bc-max6m/
https://www.lohuis.ro/vitezadedetectie/c7-0615ms/
https://www.lohuis.ro/inaltimedeinstalarem/60-22_4/
https://www.lohuis.ro/inaltimemm/b5-55/
https://www.lohuis.ro/diametrumm/99-285/
https://www.lohuis.ro/greutateg/ee-680/
https://www.lohuis.ro/materialbaza/27-aluminiuplastic/
https://www.lohuis.ro
https://www.lohuis.ro

