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LOKHLUIS  sediub-dul luliu Maniu, nr. 528, IBAN RO48 BRDE 445S V162 2050 4450 HERPOL
Sector 6, Bucuresti Banca BRD Agentia TEI THE BRAND OF QUALITY

Aplica solara LED FAIRY HEPOL, senzor miscare, 2W, IP65, lumina rece / SKU: 5948668032856.

Putere (W) 2w
Temperatura de lucru -20°C + +50°C
Culoare Alb
intrerupator Senzor

Flux luminos (Lm) 240

Grad protectie IP65

Tip montaj Aparent/PT
Unghi detectie 120°

Distanta detectie 2 +4m

Tip acumulator

Umiditate

18650/3.7V/1200mAh

<93% RH
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https://www.lohuis.ro/produs/aplica-solara-led-fairy-hepol-senzor-miscare-2w-ip65-lumina-rece/
https://www.lohuis.ro/produs/aplica-solara-led-fairy-hepol-senzor-miscare-2w-ip65-lumina-rece/
https://www.lohuis.ro/puterew/59-2w/
https://www.lohuis.ro/temperaturadelucru/cb-_20c50c/
https://www.lohuis.ro/culoare/e4-alb/
https://www.lohuis.ro/intrerupator/b4-senzor/
https://www.lohuis.ro/fluxluminoslm/45-240/
https://www.lohuis.ro/gradprotectie/74-ip65/
https://www.lohuis.ro/tipmontaj/7a-aparentpt/
https://www.lohuis.ro/unghidetectie/1c-120/
https://www.lohuis.ro/distantadetectie/2-÷-4m/
https://www.lohuis.ro/tipacumulator/18650-3-7v-1200mah/
https://www.lohuis.ro/umiditate/93-rh/
https://www.lohuis.ro
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